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September 28, 2018

Michelle Mullin, Project Manager

U.S. Environmental Protection Agency - Region 10
1200 Sixth Avenue, Suite 900, OCE-084

Seattle, WA 98101

Re:  Rainier Commons Phase I Close Out Report - Response to Request for
Additional Information

Dear Ms. Mullin,

This letter provides the responses and additional information requested in connection
with your review of the Rainier Commons IPWP Phase | Close Out Report. We have
reproduced EPA’s requests here, with the response to each immediately following.

General Comments/Documentation Needs:

1. EPA Request:

A narrative explanation of waste handling, storage and disposal including a
description of where the waste was sent and waste manifests or certificates of
disposal.

Response:

Blasting debris, generated during the abatement process was collected inside the
Negative Pressure Enclosure (NPE), and then transferred to DOT approved, one
cubic yard “supersacks”. These containers were then relocated by forklift to
Building 15, for storage until shipment.

Building 15 is a two-story fully enclosed warehouse, which is both weatherproof
and secure. The storage area inside the warehouse included a secondary
containment area consisting of a continuous layer of 6-mil poly over a perimeter
barrier constructed of straw waddles.

Transportation was arranged through Waste Management Inc. who utilized a
combination of trucks and rail to deliver the waste materials to their final
destination. The initial 27 supersacks were shipped to Columbia Ridge Landfill
in Arlington, Oregon on October 16, 2014. On November 26, 2014, six 55-gallon

Charter Member of TAGLaw,
a worldwide network of law firms
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drums of waste water generated during asphalt cleanup were shipped to Chemical
Waste Management in Arlington, Oregon. The final shipment of two 55-gallon
drums and one supersack were shipped to Chemical Waste Management in
Arlington, Oregon on December 9, 2014.

Shipping manifests and Bills of Lading were included at Exhibit 6 of the Phase
One Close-out Report.

2. EPA Comment:

We did not see a description of the removal process, key operating parameters for
media blasting as applied to each substrate material and any sub-sections. Please
explain or provide such information, or identify where such information is in the
submission.

Response:

Phase | work was conducted per the descriptions and removal process in the
approved IPWP for Phase I, as stated in paragraph 2 of the Close-Out Report. The
paint removal process consisted of a combination of abrasive blasting, followed
by the use of hand tools, in this case small, hand-held grinders. All removal work
was performed within the negative air containment. Key operating parameters for
both processes were results based, in that the application of either process was not
governed by factors such as blasting pressure, nozzle size, distance from
substrate, or similar measures. The overarching parameter applied to both
processes was to adjust as necessary in each area to achieve a result of 100
percent paint removal. This result was confirmed by the independent inspections
conducted by NVL. The visual clearance inspection reports are included with the
Phase | Close Out Report at Exhibit 1. Secondary parameters, such as damage to
the underlying substrate (e.g. loss of mortar, brick surface) as a result of
abatement work were considered, but were found to be in conflict with the
overarching parameter, which was given priority. Persons performing the
removal work were HAZWOPER certified and given discretion in determining
equipment and operating parameters, within the scope of the approved IPWP, to
best achieve 100 percent paint removal.

3. EPA Request:

We did not see information concerning construction, maintenance and operation
parameters. Please explain or provide such information, or identify where such
information is in the submission.

Response:

The Close Out Report affirms in paragraph 1 and 2 of the report that the work was
performed pursuant to and performed as documented in the approved general

1724000.01
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Work Plan and the approved IPWP for Phase I. Our intent was to incorporate
those documents by reference, to avoid the need to repeat and reproduce the many
details and exhibits in those documents. The general construction procedures
submitted as part of the Phase One Individual Phased Work Plan (IPWP), Exhibit
2, pages 4 and 5; as well as the Containment Section sketch provided as Exhibit 6
were utilized. The 4x4 Cant, depicted on the Containment Section was not
needed to form the outer floor/wall corner, and was therefore eliminated.

After construction, each Negative Pressure Enclosure (NPE) was fitted with the
appropriate quantity of Negative Air Machines (NAM) to supply a minimum of
0.02 inches of negative differential air pressure. A three-stage decontamination
unit was established at each NPE for both personnel and equipment use.

Prior to the start of blasting operations, each NPE was independently inspected
and cleared for use by NVL Laboratories.

4. EPA Comment/Request:

We were unable to open the documents for exhibit 11b, c, d, e, g, h, i, j. Can you
please verify they are accessible on your end and resubmit?

Response:

All of these documents are accessible and were readable on the CD submitted
with the original copy of the report, prior to submission. We recently provided an
additional electronic copy of the report to EPA. We are including a courtesy copy
of those documents with this response for your ease of reference.

The following are questions we would like responses to:

1. EPA Question:

Were pre-clearance and post-clearance substrate samples collected at the same
locations?

Answer:

Yes, all sample sets were co-located. With the exception of the sandstone testing,
all pre and post samples were located within a six inch diameter circle of each
other. For esthetic purposes, the sandstone samples were spaces approximately
10 inches apart.

2. EPA Question (three sub-parts):

a. Is there a post-clearance sample for building 10-west?

1724000.01
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1724000.01

b. It appears that building 11-west pre-clearance was 2.9 ppm in concrete, and
post-clearance it was 1.1 in sandstone. Please explain.

C. Lab report does not match in total sample number to tables included in
letter (only 6 samples in the attached lab report - but 7 pre-clearance
samples, and 6 post-clearance samples). Please explain.

Answers:

a. Buildings 10 and 11 share a common front facade, consisting of brick,
concrete, and sandstone. They are also internally connected across all
common floors. Therefore, while they have two building numbers on our
footprint plan, they are and so we treated them as one functional building
for purposes of the remediation. Blasting operations occurred on both
buildings 10 and 11 simultaneously. The pre and post clearance sampling
for sandstone substrate representing both buildings’ 10/11 facade were both
collected from “Building 11”. The pre-clearance sample identified as
10914-BULK-2 was incorrectly marked as being collected from Building
10 and should be corrected to accurately reflect a sample location of
Building 11.

A pre-clearance sample, representing the concrete substrate from Buildings
10 and 11 was collected on June 29, 2014 (Sample # Bldg-11West). A
post-clearance concrete sample for these buildings has not been located.
Therefore, an additional bulk sample was collected on July 17, 2018. The
post-clearance sample was co-located with the original sample. Sample
results indicate Non-Detect for PCBs. See Laboratory report attached.

b.  See response to a. above.

c. See a. above. Also, Exhibit 2 contains 14 sample reports. One of the
samples from October 9, 2014 is not a substrate sample, 10914-Bulk 1, so it
is not in the substrate sample tables. We wanted to analyze the blue paint.
The blue paint sample was collected at the same time as a substrate sample
S0 its results are on the 21 pages of lab reports. The chain of custody sheet
shows it was blue paint. Exhibit 2 of Close Out Report.

EPA Question:

EPA was told that some kind of sealant would be applied on top of the brick. Did
that occur and if so please provide a summary explanation of what was done?

Answer:

No post-abatement coating work has yet been performed on the Phase | areas.
Post-abatement coating, either with a brick sealant, paint or other coating is

RCLLC 0007093
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outside the scope of the IPWP and RBDA. Rainier Commons cannot make any
long term maintenance, restoration, or aesthetic plan for the abated surfaces until
EPA provides its formal acceptance of the reports confirming clearance of the
abated surfaces. After written approval of the abatement work, Rainier Commons
will make its determinations regarding any follow-up aesthetic work be it a
natural brick look sealant, other coating, or combination thereof. The abated areas
are all Low Occupancy Areas, pursuant to 40 C.F.R. 761.3. Rainier Commons
remediated all areas to well below the unrestricted Low Occupancy Area
standard, <25 ppm, and in almost all cases (only two substrate samples within a
few hundredth of the High Occupancy 1 ppm at 1.1 ppm and 1.6 ppm) to below
the unrestricted High Occupancy standard®, when not achieving outright non-

1 High occupancy area means any area where PCB remediation waste has been disposed of on-site
and where occupancy for any individual not wearing dermal and respiratory protection for a
calendar year is: 840 hours or more (an average of 16.8 hours or more per week) for non-porous
surfaces and 335 hours or more (an average of 6.7 hours or more per week) for bulk PCB
remediation waste. Examples could include a residence, school, day care center, sleeping quarters,
a single or multiple occupancy 40 hours per week work station, a school class room, a cafeteria in
an industrial facility, a control room, and a work station at an assembly line. 40 C.F.R. 761.3

Low occupancy area means any area where PCB remediation waste has been disposed of on-site
and where occupancy for any individual not wearing dermal and respiratory protection for a
calendar year is: less than 840 hours (an average of 16.8 hours per week) for non-porous surfaces
and less than 335 hours (an average of 6.7 hours per week) for bulk PCB remediation waste.
Examples could include an electrical substation or a location in an industrial facility where a
worker spends small amounts of time per week (such as an unoccupied area outside a building, an
electrical equipment vault, or in the non-office space in a warehouse where occupancy is
transitory). 40 C.F.R. 761.3

(i) Bulk PCB remediation waste. Bulk PCB remediation waste includes, but is not limited to, the
following non-liquid PCB remediation waste: soil, sediments, dredged materials, muds, PCB
sewage sludge, and industrial sludge [porous-surface waste utilizes these standards as well].

(A) High occupancy areas. The cleanup level for bulk PCB remediation waste in high
occupancy areas is <1 ppm without further conditions. High occupancy areas where bulk
PCB remediation waste remains at concentrations >1 ppm and <10 ppm shall be covered
with a cap meeting the requirements of paragraphs (a)(7) and (a)(8) of this section.

(B) Low occupancy areas.

(1) The cleanup level for bulk PCB remediation waste in low occupancy areas is <25
ppm unless otherwise specified in this paragraph.

(2) Bulk PCB remediation wastes may remain at a cleanup site at concentrations >25 ppm
and <50 ppm if the site is secured by a fence and marked with a sign including the ML
mark.

(3) Bulk PCB remediation wastes may remain at a cleanup site at concentrations >25 ppm
and <100 ppm if the site is covered with a cap meeting the requirements of paragraphs
(a)(7) and (a)(8) of this section. 40.C.F.R. 761.61

1724000.01
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detect results. Moreover, the abated areas are solid, vertical surfaces, unlike soil
or other mobile media to which these standards also apply.

4, EPA Question:

All aqueous results in the catch basins were above the KC discharge limit. What if
anything was done to address this?

Answer:

The statement within this question does not appear to be correct, based upon the
laboratory sampling data. Of the 12 aqueous samples collected from catch basins
and/or manholes discussed in the Phase One Close-Out Report, 6 samples
returned lab results with non-detectable levels of PCBs. The remaining 6 samples
report PCB levels exceeding the Screening Limit of 0.1 ug/L. The Screening
Level applied at this campus was established as the laboratory testing procedure’s
Method Detection Limit (MDL). The logic for this decision is to have the
Screening level act as an “early warning indicator” of possible changes to our Site
Source Control processes. Each Screening Level exceedance did trigger an
immediate evaluation and review of our Site Source Control procedures, to ensure
Best Management Practices were in place and fully utilized.

These Screening Level exceedances were reported to the EPA via email, along
with corrective action steps to prevent future exceedances. Examples of these
notifications are attached for your ease of reference.

5. EPA Question:

Explain the 13.2 ug/100cm2 result on the windowsill in building 11-200 on
January 24, 2015 and any procedures taken afterwards.

Answer:

Background levels of PCBs in dust vary at Rainier Commons as documented by
EPA and Department of Health. While no evidence of an actual breach of
containment could be correlated with that sample and months had passed between
cessation of abatement work and EPA’s collection of the sample, Rainier
Commons treated the area as a “spill”. 40 CFR 761.125(b)(1)(i) provides
decontamination requirements for low-concentration spills of PCBs. This section
states that solid surfaces must be double washed/rinsed (as defined by 40 CFR
761.123). If the area is an indoor, residential surface, it must be cleaned to
10ug/100cm2. Building 11-200 is not a residential space.

Nonetheless, on January 23, 2015, the window sills in unit 11-200 received a
double wash/rinse, thus complying with 40 CFR 761.125 decontamination
requirements. Field notes for this date are included in the Field Notes section of

1724000.01
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the Close-Out report. A copy has been attached to this response, for your ease of
reference.

We trust this correspondence and the attachments address the questions presented
and that EPA’s approval of the Phase | IPWP Close Out Report will be
forthcoming shortly.

Very truly yours,

RYAN, SWANSON & CLEVELAND, PLLC

Attorney Of Counsel

JMF:rw
Enclosure
cc: Alex Fidis, EPA Regional Counsel

1724000.01
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Rainier Commons LLC

Catch Basin Sampling Source Control Action Report
September 5th, 2014

Michelle Mullin, EPA Project Manager:

Pursuant to Condition 6 of the Work Plan approval for the exterior paint abatement work at Rainier Commons and the
corresponding Catch Basin Sampling Plan in the IPWP for the Phase | work, and as requested in your August 13,
2014 email, we commissioned NVL Labs to collect additional samples of sediment and water during blasting
operations. The sample results and reports are attached.

The sample results exceed our action trigger for PCBs at 0.1 ug/L for agueous samples and 1 ppm for sediments.

Upon receipt of the samples, Rainier Commons initiated an immediate review and inspection of the site’s containment
enclosures. The containment enclosures were found to be sealed in all respects and were performing.

Manometer monitoring, analytical air sampling, particulate monitoring, and daily ongoing oversight inspections all
indicate that materials in catch basin samples are not escaped blasting media.

There have been no signs of visible dust emanating from either enclosure, no observed track-outs of any kind, and
proper decontamination procedures and facilities are in place and properly used. Notwithstanding the above, and in
addition to our regular source control activities, Rainier Commons undertook and is undertaking the following
additional steps in response to the sampling resuits.

Recent actions taken include:

1. Catch Basin 15 and Manhole 8 located in the Courtyard, which flow into Manhole 6 were cleaned on September
4" 2014 (Exhibit B).

2. Cleaning CB2, CB3 and CB4 from sediments and water is scheduled for Monday, September 8", 2014. CB2 and
CB4 flow into CB3.

3. Replacing all existing filter socks on the west side including the secondary layer is scheduled for next week. The
following CB included: CB1, CB2, CB3 and CB4(on September 4" we replaced secondary layer).

4. Installing new "Catch All" for CB1 and CB2. (Exhibit C)

5. The mislabeling of CB12 on MSI reparts was acknowledge by MSI and will be reflect on new reports starting the
week of August 18", 2014. (Exhibit D)

6. Continuing to inspect, maintain, adjusted and/or replace filter socks in each catch basin as well as on roof drains.
Done on a weekly basis or/and as needed.

7. Clean up of the premises by visual inspection for debris including detached paint chips via shop vacuum and hand
collection. In addition to our weekly power sweep by MSI trucks including the court yard area.

8. Bhop vac courtyard/breezeway area with HEPA filter and continue collecting paint chips by hand as well on a
weekly basis.

Vered Mizrahi
Rainier Commons LLC

RCLLC 0007097



Phase I - Follow up Catch Basin Report https://mail.aol.com/webmail-std/en-us/PrintMessage

From: Vered <Vered@arieldevelopment.com>
To: Mullin, Michelle <Mullin.Michelle@epa.gov>
Subject: Phase | - Follow up Catch Basin Report
Date: Fri, Oct 10, 2014 3:16 pm

Attachments: Enhanced Site Source Control Actions 10.10.14.pdf (237K),
RC Catch Basin Sampling- IPWWP1 Follow Up Phase 10.10.14.pdf (1167K)

Michelle,

Attached is the follow up catch basin sampling report and a summary of additional site source control work. We
are planning to collect one more follow up sample after the next solid rain as all of the site source control work
had not been fully carried out prior to this last round of sampling and the amount of water in the Manhole 6 was
not much. We will provide that follow up sampling result to you as well. We are very interested to see if the

additional work was effective as it appears that it is inputs to Manhole 6 that are at issue. Catch basin 3 is non-
detect.

Thank you,

Vered Mizrahi

Rainier Commons LLC

918 S. Horton Street, Suite 1018 | Seattle, WA 98134

C: (206) 948-2821 | T: (206) 447-0263 | F: (206) 447-0299

vered@arieldevelopment.com | www.arieldevelopment.com

1of1 7/18/2018, 9:40 AM
RCLLC 0007098



Enhanced Site Source Control Actions

October 10, 2014

A focus on roofs as areas that would benefit from additional site source control
measures where they contain direct inputs to the stormwater collection system
resulted in the following additional actions. Beginning September 15, 2014, a

four-man crew has worked nearly full time performing additional Site Source
Control activities, including:

- Multiple rounds of cleaning and vacuuming on the roofs of Buildings 24, 1,
2,3,26,5A,22,25,6,7,18,9, 14, and 15.

- Installed/replaced roof drain filters on all roofs cleaned

- Ongoing change-out of roof filters, daily, during rain events

- Multiple cycles of hand vacuuming the parking lot and courtyard with hepa-
filter vacuums

- Catch Basins 1-4 cleaned of sediments on September 8, 2014 and
September 25, 2014

- Hand removal and disposal of flaking paint from accessible areas of exterior
walls

The above actions represent the expenditure of approximately 450 additional
man-hours (since September 15™) above our baseline Source Control activities.

RCLLC 0007099
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July 19, 2018 INDUSTRIAL
HYGIENE
SERVICES

Laboratory | Management | Training

Mr. Doug Lansing

Rainier Commons
918 S. Horton Street, Suite 101
Seattle, WA 98134

Re: NVL Batch 1813540.00
Project Name/Number: N-A

Project location: 3100 Airport Way S. Seattle, WA 98021

Dear Mr. Lansina,

Enclosed please find test results for samples submitted to our laboratory for analysis. Preparation and analysis of these
samples were conducted in accordance with published industry standards and methods specified on the attached analytical
report.

The content of this package consists of the following:

-Case Narrative & Definition of Data Qualifiers
-Analytical Test Results

-Applicable QC Summary

-Client Chain-of-Custody (CoC)

-NVL Receiving Record

The report is considered highly confidential and will not be released without your approval. Samples are archived for two
weeks following analysis. Samples that are not retrieved by the client will be discarded after two weeks.

Thank you for using our laboratory services. If you need further assistance, please contact us at 206-547-0100 or
1-888-NVLLABS.

Sincerely,

Nick Ly, Technical Director

Enclosure: Sample Results

Phone: 206.547.0100 | Fax: 206.634.1936 | Toll Free: 1.888.NVL.LABS (685.5227)
4708 Aurora Avenue North | Seattle. WA 98103
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Case Narrative:

The following summarizes samples received on date as shown on the accompanied Chain of custody by
NVL Laboratories, Inc. from Rainier Commons, LLC for Project Location 3100 Airport Way S. Seattle, WA
98021. Samples were logged in for PCB analysis per client request using both customer sample ID's and
laboratory assigned ID's as listed on the Chain-of-Custody (CoC). All samples as received were
processed and analyzed within specified turnaround time without any abnormalities and deviations that
may affect the analytical results. All quality control requirements were acceptable unless stated otherwise.
The conditions of all samples were acceptable at time of receipt and all samples submitted with this batch
were analyzed unless stated otherwise on the CoC.

Test Results are reported based on dry weight in micrograms per kilograms (mg/kg) for PCB samples as
shown on the analytical reports.

Page 2 of 10
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NVL Laboratories, Inc.

4708 Aurora Ave N, Seattle, WA 98103
p 206.547.0100 | f206.634.1936 | www.nvllabs.com

Terms

Page 3 of 10

% Rec

DF

J1

J2

J3

J4

LCS

LFS

Limits

LN

LOQ

mg/kg

ND

INWVIL

L A B 5

Definition Appendix

Percent recovery.

Below Reporting Limit(RL) or Limit of Quantitation(LoQ) of the
instrument.

Blank contamination. The recorded results is associated with a
contaminated blank.

Dilution Factor

The reported concentration is an estimated value because
something may be present in the sample that interfered with the
analysis.

The reported concentration is an estimated value because the
laboratory control sample (LCS) is out of control limits.

The reported concentration is an estimated value because the
percent recovery for matrix spike is out of control limits.

The reported concentration is an estimated value because the
relative percent difference(RPD) for duplicate analysis is out of
control limits.

Percent recovery is outside of established control limits.
Laboratory Control Sample.

Laboratory Fortified Spike

The upper and lower control limits for spike recoveries.

Quality control sample is outside of control limits. This analyte was
not detected in the sample.

Limit of quantitation( same as RL)
Milligrams per kilogram.

Analyte not detected or below the reporting limit of the instrument or
methodology
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NVL Laboratories, Inc.

4708 Aurora Ave N, Seattle, WA 98103
p 206.547.0100 | f206.634.1936 | www.nvllabs.com

Terms

PPM

QC Batch Group

RL

RPD

RPD Limit

SMI

Spike Conc.

SURR-ND

ug/m3

ug/mL

mg/Kg

Page 4 of 10
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Definition Appendix

Parts per Million.

Quality Control Batch Group. The entity that links analytical results
and supporting quality control results.

The data are not reliable due to possible contamination or loss of
material during preparation or analysis. Re-sampling and reanalysis
are necessary for verification.

Reporting Limit. The minimum concentration that can be quantified
under routine operating conditions.

Relative Percent Difference. The relative difference between
duplicate results( matrix spike, blank spike, or samples duplicate)
expressed as a percentage.

The maximum RPD allowed for a set of duplicate
measurements(see RPD).

Surrogate has matrix interference.

The measured concentration, in sample basis units, of a spiked
sample.

Surrogate was not detected due to matrix interference or dilution.
Micrograms per cubic meter.

Micrograms per milliliter

milligram per kilogram

RCLLC 0007103



NVL Laboratories, Inc.

4708 Aurora Ave N, Seattle, WA 98103

P 206.547.0100 | f206.634.1936 | www.nvllabs.com ANALYSIS REPORT |N\V|L
Polychlorinated Biphenyls by Gas Chromatography L A B 5§

Client Rainier Commons Samples Received* 1

SDG Number 1813540.00 Analyzed By Aaron Brown

Date Reported  07/19/2018 Samples Analyzed* 1

Project Number  N-A Analysis Method 8082A

Location 3100 Airport Way S. Seattle, WA 98021 Preparation Method 3546PR (PCB)

* for this test only

Sample Number 71718-DL-PCB Received 07/17/2018

Lab Sample ID 18069580 Matrix Material

Initial Sample Size 2.049 gm Units of Result mg/Kg, as received
Analyte RL Final Result Analysis Date
Aroclor-1016 0.98 <0.98 07/17/2018
Aroclor-1221 0.98 <0.98 07/17/2018
Aroclor-1232 0.98 <0.98 07/17/2018
Aroclor-1242 0.98 <0.98 07/17/2018
Aroclor-1248 0.98 <0.98 07/17/2018
Aroclor-1254 0.98 <0.98 07/17/2018
Aroclor-1260 0.98 <0.98 07/17/2018
PCBs, Total 0.98 <0.98

Page 5 of 10
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NVL Laboratories, Inc.
4708 Aurora Ave N, Seattle, WA 98103 |N\V|I
p 206.547.0100 | f206.634.1936 | www.nvllabs.com

L A B 5

Quality Control Results

Project Number: SDG Number: 1813540
Project Manager: Doug Lansing
QC Batch(es): Q786 Analysis Method: 8082A
QC Batch Method: 3546PR (PCB) Analysis Description: Polychlorinated Biphenyls by Gas
Preparation Date: 07/17/2018 Chromatography

Blank: MBLK-1813540

Blank RL Control
Analyte Result Units DF Limit Qualifiers
Aroclor-1016 ND  mg/Kg 1 1.0 1
Aroclor-1221 ND  mg/Kg 1 1.0 1
Aroclor-1232 ND  mg/Kg 1 1.0 1
Aroclor-1242 ND  mg/Kg 1 1.0 1
Aroclor-1248 ND  mg/Kg 1 1.0 1
Aroclor-1254 ND  mg/Kg 1 1.0 1
Aroclor-1260 ND  mg/Kg 1 1.0 1
PCBs, Total ND  mg/Kg 1 1.0 1

Surrogates: % Rec

Tetrachloro-m-xylene 1 117 40-140
Decachlorobiphenyl 1 113 40-140

Lab Control Sample: LCS-1254-1813540

Blank Spike Spike % Rec
Analyte Result Units DF Conc. % Rec Limits Qualifiers
Aroclor-1254 14.6 mg/Kg 1 20.0 73 40-140
Surrogates:
Tetrachloro-m-xylene 1 110 40-140
Decachlorobiphenyl 1 75 40-140

Lab Control Sample: LCS-1016+1260-1813540
Lab Control Sample Duplicate: LCS Dup-1813540

Blank Spike Spike
Analyte Result Units DF Conc. % Rec Limits RPD RPD Limit Qualifiers
Aroclor-1260 158 mg/Kg 1 20.0 79 40-140
18.3 20.0 91 40-140 15 50
Surrogates:

Tetrachloro-m-xylene 1 83 40-140
77 40-140

Decachlorobiphenyl 1 77 40-140
97 40-140

Page 6 of 10
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NVL Laboratories, Inc.

4708 Aurora Ave N, Seattle, WA 98103
p 206.547.0100 | f206.634.1936 | www.nvllabs.com

Client
Project N-A

Customer Sample ID
71718-DL-PCB
71718-DL-PCB

LCS Dup-1813540

LCS Dup-1813540
LCS-1016+1260-1813540
LCS-1016+1260-1813540
LCS-1254-1813540
LCS-1254-1813540
MBLK-1813540
MBLK-1813540

* Recovery outside limits

Page 7 of 10

Rainier Commons

Surrogate Recovery Summary Report

Lab Sample ID

18069580

18069580

LCS Dup-1813540

LCS Dup-1813540
LCS-1016+1260-1813540
LCS-1016+1260-1813540
LCS-1254-1813540
LCS-1254-1813540
MBLK-1813540
MBLK-1813540

Analyte
Decachlorobiphenyl
Tetrachloro-m-xylene
Decachlorobiphenyl
Tetrachloro-m-xylene
Decachlorobiphenyl
Tetrachloro-m-xylene
Decachlorobiphenyl
Tetrachloro-m-xylene
Decachlorobiphenyl

Tetrachloro-m-xylene

SDG Number 1813540
Recovery
54%
43%
97%
7%
7%
83%
75%
110%
113%
117%

INWVIL

L

A

Limits
40-140
40-140
40-140
40-140
40-140
40-140
40-140
40-140
40-140
40-140
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NVL Laboratories, Inc.

4708 Aurora Ave N, Seattle, WA 98103
p 206.547.0100 | f206.634.1936 | www.nvllabs.com

INWVIL

L A B 5
INITIAL AND CONTINUING CALIBRATION VERIFICATION
SDG No: 1813540 Contract:
Determination: 8082 PCB Aroclors<Material>
Run Sample Source Analyzed |Anayte True Found Unit % Rec | Limits
R000779 | CCV1 PCB_2017-1-2 07/17/2018 | Aroclor-1016 5 5 ug/mL 100 80-120
1016-1260
PCB_2017-1-2 07/17/2018 | Aroclor-1260 5 5 ug/mL 100 80-120
CCV11254 |PCB_2017-1-3 07/17/2018 | Aroclor-1254 5 5 ug/mL 100 80-120
ICV PCB_2017-1-4 07/17/2018 | Aroclor-1016 5 5.609 ug/mL 112 85-115
1016-1254-
1260
PCB_2017-1-4 07/17/2018 | Aroclor-1254 5 5.643 ug/mL 113 85-115
PCB_2017-1-4 07/17/2018 | Aroclor-1260 5 5.666 ug/mL 113 85-115
ccv2 PCB_2017-1-2 07/17/2018 | Aroclor-1016 5 5.671 ug/mL 113 80-120
1016-1260
PCB_2017-1-2 07/17/2018 | Aroclor-1260 5 5.958 ug/mL 119 80-120
CCV2 1254 |PCB_2017-1-3 07/17/2018 | Aroclor-1254 5 5.97 ug/mL 119 80-120
% Rec = Percent recovery
* = Percent recovery not within control limits
FORM PAS-RSR-1.1 Date Printed: 7/19/2018 11:58 Page 1 of 1
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ORGANICS LABORATORY SERVICES |N\v’||_

L A B §
Company Rainier Commons, LLC NVL Batch Number 1813540.00
Address 918 S. Horton Street, Suite 101 TAT 2 Days AH_No
Seattle, WA 98134 Rush TAT
Project Manager Mr. Doug Lansing Due Date  7/19/2018 Time - 2:25PM
Phone (206) 447-0263 Email lansinghomes@aol.com
Cell (206) 963-6656 Fax (206) 447-0299
LProject Name/Number: N-A Project Location: Same
Subcategory Quantitative analysis
Iltem Code ORG-05 Method 8082 PCB Aroclors <Bulk>
Total Number of Samples 1 RushSamples
Lab ID Sample ID Description AR
| 1 [18069580  |71718-DL-PCB ] A
Print Name Signature Company Date Time
Sampled by Client
Relinquished by  |Client
Office Use Only Print Name Signature Company Date Time
Received by Sunny Joshi y. 7 NVL 7/117/18 1425

Analyzed by Avor B ,k’?’_* NVL 7/ix hy | 13200

Results Called by i
[[1Faxed []Emailed

Special
Instructions:

Entered By: Sunny Joshi Date: 7/17/2018 Time: 2:26 PM 1of 1

4708 Aurora Ave North, Seattle, WA 98103 p 206.547.0100 L f206.634.1936 | www.nvllabs.com
Page 9 of 10
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NVL Laboratories, Inc.

4708 Aurora Ave N, Seattle, WA 98103

Tel: 206.547.0100
Fax: 206.634.1936

Emerg.Pager: 206.344.1878
1.888.NVL.LABS (685.5227)

Street Qﬁgﬁ;@ Vs Mg S”.  Client Job Number
ST T, wih G5z

Total Samples

Project Manager _ZM/A%

SpArtE”

Project Location

Phone; £ * 743'54-%%)(:

NVL Batch Number

CHAIN of CUSTODY
SAMPLE LOG

Client A?‘?}A./ &R @M/W/.S

1813540
NVL.

L A,B

onE"

Turn Around Time [ | 1-Hr
[]2-Hrs
[]4-Hrs

Email address

Home

=

[]24-Hrs []4 Days

Days []5 Days

Days [ ]6 to 10 Days

Seq.#| LabID

Client Sample Number| Comments

[] Asbestos Air [[] PCM (NIOSH 7400) [] TEM (NIOSH 7402) [] TEM (AHERA) [] TEM (EPA Level Il) [] Other
[] Asbestos Bulk ([ ] PLM (EPA/600/R-93/1 16) [] PLM (EPA Point Count) [ ] PLM (EPA Gravimetry) [] TEM Bulk
METALS Det. Limit Matrix RCRAMetals [ All8 Other Metals
[] Total Metals |1 ppm (AAS) |[J Air Filter (] Paint Chips (] Arsenic (As)  [] Lead (Pb) ClAns
[JTCLP [J ppb (GFAA)| ] Drinking water [] Paint Chips (Area) |[] Barium (Ba)  [J Mercury (Hg) |LJ Copper (Cu)
[J Dustiwipe [J Waste Water [] Cadmium (Cd) [] Selenium (Se) |LJ Nickel (Ni)
[J Soil (] Chromium (Cr) [ Silver (Ag) | Zinc (Zn)
(gother Types || Fiberglass [] Nuisance Dust P&Other (Specify) _ A8 Bl
of Analysis | ] Silica [ ] Respirable Dust
Condition of Package:[ ] Good [] Damaged (no spillage) [] Severe damage (spillage)
AR

1

TIUB-DL-PeB Bt inls /S CONCRLETE SLIBSHATE

2
3
4
5
6
7
8
9
10
11
12
13
14
15
Print Below Sign Below _~ B Company Date Time
Sampled by| 2. LAkl ; Lc, 72?7/8 /2[00
Relinquished by | ‘/C/!M’j W 4 I —7 //?/) {3 ekl
Received by Sy T 2 o "RV Vg0 228
Analyzed by £, Bre~— NP s, =— N 7hs iy 1300
Results Called by
Results Faxed by

Special Instructions: Unless requested in writing, all samples will be disposed of two (2) weeks after analysis.
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Rainler Commons Exterlor Paint Removal Project

Daily Observations & Activity Report
Note Report#and #on each
R (Note Date, Rep Page “*%#,ﬁé'&dé’

;w :.n-&:w:i

2259 /mm AMD Rl /,4 -QME Grnss) Al
: &A/ = TLTEE AND FRgAn i D) TRE LoiER sy o i
S - LRI | papitpids i/ zar  S-200.

0o Do (it sanzs) ACEYED aul-50 7 75
e D LBIEU, LLPES S frlSS A 77 i o)

| SELS N sl WZ0E.  Abse. Peevicus

WILE AP LES /AT D T7e— s RS E g
LFels a7 4 Ul l7 7 Seiga Al TatAn
P uq / 72/2)

V22 QZ..__ZAm,ff M/I?’Mf—fsﬁ’ﬂ ol W&?@QL‘
Wl a4 frgdiaTeey * D LUCLE pitspt [T ivse”
CLEAN L4 Z/f?zjz:;zg VAT 7V /44459/@4 A A:&”u/
o SALUSED FIPEC £0) T2 L5, A 6467?1/ _TEEL

TUIET S, ToalerS WERE ol Ase? Sesiuezn) m/
| Mﬁﬁfé 4%/“5@- s,

DD TAHVE 285D QUAS W ot U /ay,,, = a8
=s/2L.

W8 AWyHD B an/ L RYTARUVTIN 8~ /A0S,

//% ALl IMATERALS Z/SED Fol Ccoppinds Weds 2/S AT as)
&F S On/~S)TE Ar M. < e FeX.

T E g, .‘ R ST et G T e
e 0 A ! % }: ﬂ ..'C.F o AL A gl el o LT
o N Sk A truier ) < 7

L . [y
Signature Date w
Dal!v Observation / Activity Report (Version 1) (6-11-14) Page_ / of __/

Include reasons for non-satisfactory responses nhoted in Dally inspection Checklist
° Wmﬁmwawmmmﬂvlmmgham# G
e  Submit Dally lmmmmmwmwmmmmm
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Fremont

- Analyiical
———————— g by

3600 Fremont Ave. N.
Seattle, WA 98103

T: (206) 352-3790

F: (206) 352-7178
info@fremontanalytical.com

Construction Group Int'l| LLC
Mark Marcell

19407 144th Ave NE, Building D
Woodenville, WA 98072

RE: Rainier Commons
Lab ID: 1409354

October 06, 2014

Attention Mark Marcell:

Fremont Analytical, Inc. received 1 sample(s) on 9/30/2014 for the analyses presented in the
following report.

Mercury (SW7470) with TCLP Extraction (EPA 1311)
Metals (SW6020) with TCLP Extraction (EPA 1311)
Polychlorinated Biphenyls (PCB) by EPA 8082

This report consists of the following:
- Case Narrative
- Analytical Results
- Applicable Quality Control Summary Reports
- Chain of Custody

All analyses were performed consistent with the Quality Assurance program of Fremont
Analytical, Inc. Please contact the laboratory if you should have any questions about the results.

Thank you for using Fremont Analytical.

Sincerely,

(oLl

Chelsea Ward
Project Manager

www.fremontanalytical.com

Page 1 of 13
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Date: 710/06/2014
Fremont

~ Analvtical
CLIENT: Construction Group Int LLC Work Order Sample Summary
Project: Rainier Commons

Lab Order: 1409354

Lab Sample ID Client Sample ID Date/Time Collected Date/Time Received
1409354-001 Blasting Media 09/30/2014 10:30 AM 09/30/2014 11:25 AM

Note: If no "Time Collected" is supplied, a default of 12:00AM is assigned

Page 2 of 13
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TN Case Narrative
. Fremont

[ Analyviical ] Date:  10/6/2014
CLIENT: Construction Group Int'l LLC
Project: Rainier Commons

I. SAMPLE RECEIPT:
Samples receipt information is recorded on the attached Sample Receipt Checklist.

Il. GENERAL REPORTING COMMENTS:

Results are reported on a wet weight basis unless dry-weight correction is denoted in the units field on
the analytical report ("mg/kg-dry" or "ug/kg-dry").

Matrix Spike (MS) and MS Duplicate (MSD) samples are tested from an analytical batch of "like" matrix
to check for possible matrix effect. The MS and MSD will provide site specific matrix data only for those
samples which are spiked by the laboratory. The sample chosen for spike purposes may or may not
have been a sample submitted in this sample delivery group. The validity of the analytical procedures
for which data is reported in this analytical report is determined by the Laboratory Control Sample (LCS)
and the Method Blank (MB). The LCS and the MB are processed with the samples and the MS/MSD to
ensure method criteria are achieved throughout the entire analytical process.

[1l. ANALYSES AND EXCEPTIONS:

Exceptions associated with this report will be footnoted in the analytical results page(s) or the quality
control summary page(s) and/or noted below.

Page 3 of 13
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Fremont

I N Analy

T

.n.I;E

Analytical Report

Date Reported:

WO#:

1409354
10/6/2014

Client: Construction Group Int'l LLC
Project: Rainier Commons

Collection Date: 9/30/2014 10:30:00 AM

Lab ID: 1409354-001 Matrix: Solid
Client Sample ID: Blasting Media
Analyses Result RL Qual Units DF Date Analyzed
Polychlorinated Biphenyls (PCB) by EPA 8082 Batch ID: 8934 Analyst: NG
Aroclor 1016 ND 95.5 D mg/Kg 1000 10/6/2014 9:26:00 AM
Aroclor 1221 ND 95.5 D mg/Kg 1000 10/6/2014 9:26:00 AM
Aroclor 1232 ND 95.5 D mg/Kg 1000 10/6/2014 9:26:00 AM
Aroclor 1242 ND 95.5 D mg/Kg 1000 10/6/2014 9:26:00 AM
Aroclor 1248 ND 95.5 D mg/Kg 1000 10/6/2014 9:26:00 AM
Aroclor 1254 2,070 95.5 D mg/Kg 1000 10/6/2014 9:26:00 AM
Aroclor 1260 ND 95.5 D mg/Kg 1000 10/6/2014 9:26:00 AM
Aroclor 1262 ND 95.5 D mg/Kg 1000 10/6/2014 9:26:00 AM
Aroclor 1268 ND 95.5 D mg/Kg 1000 10/6/2014 9:26:00 AM
Surr: Decachlorobiphenyl 121 50.2-159 D %REC 1000 10/6/2014 9:26:00 AM
Surr: Tetrachloro-m-xylene 116 60.3-134 D %REC 1000 10/6/2014 9:26:00 AM
NOTES:
Analyte concentration too high for accurate quantitation.
Mercury (SW7470) with TCLP Extraction (EPA 1311) Batch ID: 8904 Analyst: MW
Mercury ND 0.00200 mg/L 1 10/2/2014 3:26:36 PM
Metals (SW6020) with TCLP Extraction (EPA 1311) Batch ID: 8908 Analyst: TN
Arsenic ND 0.500 mg/L 1 10/2/2014 3:30:38 PM
Barium ND 5.00 mg/L 1 10/2/2014 3:30:38 PM
Cadmium ND 0.100 mg/L 1 10/2/2014 3:30:38 PM
Chromium ND 0.500 mg/L 1 10/2/2014 3:30:38 PM
Lead 1.43 0.500 mg/L 1 10/2/2014 3:30:38 PM
Selenium ND 1.00 mg/L 1 10/2/2014 3:30:38 PM
Silver ND 0.100 mg/L 1 10/2/2014 3:30:38 PM
Qualifiers: B  Analyte detected in the associated Method Blank D  Dilution was required
E  Value above quantitation range H  Holding times for preparation or analysis exceeded
J  Analyte detected below quantitation limits ND Not detected at the Reporting Limit
RL Reporting Limit S  Spike recovery outside accepted recovery limits

Page 4 of 13

RCLLC 0007114



Fremont

| Analviical

Date: 10/6/2014

Work Order: 1409354 Qc SUMMARY REPORT
CLIENT: Construction Group Int'l LLC

Project: Rainier Commons Mercury (SW7470) with TCLP Extraction (EPA 1311)
Sample ID: MB-8904 SampType: MBLK Units: mg/L Prep Date: 10/2/2014 RunNo: 17192

Client ID: MBLKS Batch ID: 8904 Analysis Date: 10/2/2014 SeqNo: 344062

Analyte Result RL SPK value SPK RefVal %REC  LowLimit HighLimit RPD Ref Val %RPD  RPDLimit  Qual
Mercury ND 0.00200

Sample ID: LCS-8904 SampType: LCS Units: mg/L Prep Date: 10/2/2014 RunNo: 17192

ClientID: LCSS Batch ID: 8904 Analysis Date: 10/2/2014 SeqNo: 344063

Analyte Result RL SPKvalue SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD  RPDLimit  Qual
Mercury 2.43 0.00200 2.500 0 97.2 70 130

Sample ID: 1409322-001EDUP SampType: DUP Units: mg/L Prep Date: 10/2/2014 RunNo: 17192

Client ID: BATCH Batch ID: 8904 Analysis Date: 10/2/2014 SeqNo: 344065

Analyte Result RL SPKvalue SPK RefVal %REC  LowLimit HighLimit RPD Ref Val %RPD  RPDLimit  Qual
Mercury ND 0.00200 0 20
Sample ID: 1409322-001EMS SampType: MS Units: mg/L Prep Date: 10/2/2014 RunNo: 17192

Client ID: BATCH Batch ID: 8904 Analysis Date:  10/2/2014 SeqNo: 344066

Analyte Result RL SPKvalue SPK RefVal %REC  LowLimit HighLimit RPD Ref Val %RPD  RPDLimit  Qual
Mercury 2.41 0.00200 2.500 0 96.4 70 130

Sample ID: 1409322-001EMSD SampType: MSD Units: mg/L Prep Date: 10/2/2014 RunNo: 17192

Client ID: BATCH Batch ID: 8904 Analysis Date: 10/2/2014 SegNo: 344067

Analyte Result RL SPKvalue SPK Ref Val %REC  LowLimit HighLimit RPD Ref Val %RPD  RPDLimit  Qual
Mercury 2.36 0.00200 2.500 0 94.4 70 130 2.410 2.10 30
Qualifiers: B Analyte detected in the associated Method Blank Dilution was required E Value above quantitation range

Holding times for preparation or analysis exceeded

R RPD outside accepted recovery limits

RL

Analyte detected below quantitation limits

Reporting Limit

ND  Not detected at the Reporting Limit

S Spike recovery outside accepted recovery limits

Page 5 of 13
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Fremont

. Analytical’

Date: 10/6/2014

Work Order:

1409354

QC SUMMARY REPORT

CLIENT: Construction Group Int'l LLC
Project: Rainier Commors Metals (SW6020) with TCLP Extraction (EPA 1311)
Sample ID: LCS-8908 SampType: LCS Units: mg/L Prep Date: 10/2/2014 RunNo: 17194
ClientID: LCSS Batch ID: 8908 Analysis Date: 10/2/2014 SeqgNo: 344105
Analyte Result RL SPKvalue SPK Ref Val %REC  LowLimit HighLimit RPD Ref Val %RPD  RPDLimit  Qual
Arsenic 5.03 0.100 5.000 0 101 65 135
Barium 5.12 0.500 5.000 0 102 65 135
Cadmium 0.261 0.200 0.2500 0 104 65 135
Chromium 4.99 0.100 5.000 0 99.8 65 135
Lead 2.57 0.200 2.500 0 103 65 135
Selenium 0.549 0.500 0.5000 0 110 65 135
Silver 0.255 0.200 0.2500 0 102 65 135
Sample ID: 1409354-001ADUP SampType: DUP Units: mg/L Prep Date: 10/2/2014 RunNo: 17194
Client ID:  Blasting Media Batch ID: 8908 Analysis Date: 10/2/2014 SegNo: 344110
Analyte Result RL SPKvalue SPK Ref Val %REC  LowLimit HighLimit RPD Ref Val %RPD  RPDLimit  Qual
Arsenic ND 0.100 0 30
Barium ND 0.500 0 30
Cadmium ND 0.200 0 30
Chromium ND 0.100 0 30
Lead 1.43 0.200 1.432 0.0677 30
Selenium ND 0.500 0 30
Silver ND 0.200 0 30
Sample ID: 1409354-001AMS SampType: MS Units: mg/L Prep Date: 10/2/2014 RunNo: 17194
Client ID:  Blasting Media Batch ID: 8908 Analysis Date:  10/2/2014 SegNo: 344112
Analyte Result RL SPK value SPK Ref Val %REC  LowLimit HighLimit RPD Ref Val %RPD RPDLimit  Qual
Arsenic 5.26 0.500 5.000 0.01791 105 65 135
Barium 5.47 5.00 5.000 0.2753 104 65 135
Cadmium 0.334 0.100 0.2500 0.05005 114 65 135
Chromium 5.07 0.500 5.000 0.03380 101 65 135
Qualifiers: B Analyte detected in the associated Method Blank D Dilution was required E Value above quantitation range
H Holding times for preparation or analysis exceeded J Analyte detected below quantitation limits ND  Not detected at the Reporting Limit

R RPD outside accepted recovery limits

RL Reporting Limit

S Spike recovery outside accepted recovery limits
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Date: 10/6/2014

Fremont

- Analviical

Work Order: 1409354 Qc SUMMARY REPORT
CLIENT: Construction Group Int'l LLC
Project: Rainier Commons Metals (SW6020) with TCLP Extraction (EPA 1311)
Sample ID: 1409354-001AMS SampType: MS Units: mg/L Prep Date: 10/2/2014 RunNo: 17194
Client ID:  Blasting Media Batch ID: 8908 Analysis Date: 10/2/2014 SeqNo: 344112
Analyte Result RL SPKvalue SPKRefVal %REC  LowLimit HighLimit RPD Ref Val %RPD  RPDLimit  Qual
Lead 3.95 0.500 2.500 1.432 101 65 135
Selenium 0.572 1.00 0.5000 0 114 65 135
Silver 0.257 0.100 0.2500 0 103 65 135
Sample ID: 1409354-001AMSD SampType: MSD Units: mg/L Prep Date: 10/2/2014 RunNo: 17194
Client ID:  Blasting Media Batch ID: 8908 Analysis Date:  10/2/2014 SeqNo: 344114
Analyte Result RL SPKvalue SPK Ref Val %REC  LowLimit HighLimit RPD Ref Val %RPD  RPDLimit  Qual
Arsenic 5.48 0.500 5.000 0.01791 109 65 135 5.259 4.14 30
Barium 5.46 5.00 5.000 0.2753 104 65 135 5.472 0.170 30
Cadmium 0.332 0.100 0.2500 0.05005 113 65 135 0.3338 0.634 30
Chromium 5.20 0.500 5.000 0.03380 103 65 135 5.069 2.57 30
Lead 3.84 0.500 2.500 1.432 96.3 65 135 3.949 2.84 30
Selenium 0.577 1.00 0.5000 0 115 65 135 0 30
Silver 0.249 0.100 0.2500 0 99.7 65 135 0.2574 3.18 30
Sample ID: MB-8901FB SampType: MBLK Units: mg/L Prep Date: 10/2/2014 RunNo: 17194
ClientID: MBLKS Batch ID: 8908 Analysis Date: 10/2/2014 SeqNo: 344119
Analyte Result RL SPKvalue SPK RefVal %REC  LowLimit HighLimit RPD Ref Val %RPD  RPDLimit  Qual
Arsenic ND 0.100
Barium ND 0.500
Cadmium ND 0.200
Chromium ND 0.100
Lead ND 0.200
Selenium ND 0.500
Silver ND 0.200
Qualifiers: B Analyte detected in the associated Method Blank D Dilution was required E Value above quantitation range

H Holding times for preparation or analysis exceeded J Analyte detected below quantitation limits ND  Not detected at the Reporting Limit

R RPD outside accepted recovery limits RL Reporting Limit S Spike recovery outside accepted recovery limits
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Date: 10/6/2014

Fremont

| Analviical

Work Order: 1409354 QC SUMMARY REPORT

CLIENT: Construction Group Int'l LLC
Project: Rainier Commons Metals (SW6020) with TCLP Extraction (EPA 1311)
Qualifiers: B Analyte detected in the associated Method Blank D Dilution was required E Value above quantitation range

H Holding times for preparation or analysis exceeded J Analyte detected below quantitation limits ND  Not detected at the Reporting Limit

R RPD outside accepted recovery limits RL Reporting Limit S Spike recovery outside accepted recovery limits
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Fremont

Date: 10/6/2014

| Analviical

Work Order: 1409354 Qc SUMMARY REPORT
CLIENT: Construction Group Int'l LLC
Project: Rainier Commons Polychlorinated Biphenyls (PCB) by EPA 8082
Sample ID: PCB CCV 1254 SampType: CCV Units: mg/Kg Prep Date: 10/6/2014 RunNo: 17231
ClientID: CCV Batch ID: 8934 Analysis Date: 10/6/2014 SeqNo: 344991
Analyte Result RL SPKvalue SPK Ref Val %REC  LowLimit HighLimit RPD Ref Val %RPD  RPDLimit  Qual
Aroclor 1254 1.14 0.100 1.000 0 114 80 120

Surr: Decachlorobiphenyl 52.7 50.00 105 50.2 159

Surr: Tetrachloro-m-xylene 471 50.00 94.2 60.3 134
Sample ID: 1409354-001ADUP SampType: DUP Units: mg/Kg Prep Date: 10/3/2014 RunNo: 17231
Client ID:  Blasting Media Batch ID: 8934 Analysis Date:  10/6/2014 SeqNo: 344993
Analyte Result RL SPKvalue SPK Ref Val %REC  LowLimit HighLimit RPD Ref Val %RPD  RPDLimit  Qual
Aroclor 1016 ND 94.1 0 30 D
Aroclor 1221 ND 94.1 0 30 D
Aroclor 1232 ND 94.1 0 30 D
Aroclor 1242 ND 94.1 0 30 D
Aroclor 1248 ND 94.1 0 30 D
Aroclor 1254 2,520 94.1 2,067 19.9 30 D
Aroclor 1260 ND 94.1 0 30 D
Aroclor 1262 ND 94.1 0 30 D
Aroclor 1268 ND 94.1 0 30 D

Surr: Decachlorobiphenyl 58,000 47,040 123 50.2 159 0 D

Surr: Tetrachloro-m-xylene 52,200 47,040 111 60.3 134 0 D

NOTES:

Analyte concentration too high for accurate quantitation.
Sample ID: PCB CCV 1254 SampType: CCV Units: mg/Kg Prep Date: 10/6/2014 RunNo: 17231
ClientID: CCV Batch ID: 8934 Analysis Date: 10/6/2014 SeqNo: 344994
Analyte Result RL SPKvalue SPK RefVal %REC  LowLimit HighLimit RPD Ref Val %RPD  RPDLimit  Qual
Aroclor 1254 1.14 0.100 1.000 0 114 80 120

Surr: Decachlorobiphenyl 53.4 50.00 107 50.2 159
Qualifiers: B Analyte detected in the associated Method Blank Dilution was required E Value above quantitation range

H Holding times for preparation or analysis exceeded Analyte detected below quantitation limits ND  Not detected at the Reporting Limit

R RPD outside accepted recovery limits

RL

Reporting Limit

S Spike recovery outside accepted recovery limits
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Fremont

. Analyticall

Date: 10/6/2014

Work Order: 1409354

QC SUMMARY REPORT

CLIENT: Construction Group Int'l LLC
Project: Rainier Commons Polychlorinated Biphenyls (PCB) by EPA 8082
Sample ID: PCB CCV 1254 SampType: CCV Units: mg/Kg Prep Date: 10/6/2014 RunNo: 17231
ClientID: CCV Batch ID: 8934 Analysis Date: 10/6/2014 SeqNo: 344994
Analyte Result RL SPKvalue SPK Ref Val %REC  LowLimit HighLimit RPD Ref Val %RPD  RPDLimit  Qual

Surr: Tetrachloro-m-xylene 46.8 50.00 93.5 60.3 134
Sample ID: MB-8934 SampType: MBLK Units: mg/Kg Prep Date: 10/3/2014 RunNo: 17231
ClientID: MBLKS Batch ID: 8934 Analysis Date: 10/3/2014 SegNo: 345053
Analyte Result RL SPKvalue SPK RefVal %REC  LowLimit HighLimit RPD Ref Val %RPD  RPDLimit  Qual
Aroclor 1016 ND 0.100
Aroclor 1221 ND 0.100
Aroclor 1232 ND 0.100
Aroclor 1242 ND 0.100
Aroclor 1248 ND 0.100
Aroclor 1254 ND 0.100
Aroclor 1260 ND 0.100
Aroclor 1262 ND 0.100
Aroclor 1268 ND 0.100

Surr: Decachlorobiphenyl 58.1 50.00 116 50.2 159

Surr: Tetrachloro-m-xylene 55.9 50.00 112 60.3 134
Sample ID: LCS-8934 SampType: LCS Units: mg/Kg Prep Date: 10/3/2014 RunNo: 17231
ClientID: LCSS Batch ID: 8934 Analysis Date: 10/3/2014 SeqNo: 345054
Analyte Result RL SPK value SPK Ref Val %REC  LowLimit HighLimit RPD Ref Val %RPD  RPDLimit  Qual
Aroclor 1016 1.05 0.100 1.000 0 105 45.8 133
Aroclor 1260 1.03 0.100 1.000 0 103 57 134

Surr: Decachlorobiphenyl 54.3 50.00 109 50.2 159

Surr: Tetrachloro-m-xylene 54.5 50.00 109 60.3 134
Qualifiers: B Analyte detected in the associated Method Blank D Dilution was required E Value above quantitation range

H Holding times for preparation or analysis exceeded J Analyte detected below quantitation limits ND  Not detected at the Reporting Limit
R RPD outside accepted recovery limits RL Reporting Limit S Spike recovery outside accepted recovery limits
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Date: 10/6/2014

Fremont

L Analyvlical
Work Order: 1409354 QC SUMMARY REPORT
CLIENT: Construction Group Int'l LLC . .
Project: Rainier Commons Polychlorinated Biphenyls (PCB) by EPA 8082
Sample ID: 1409354-001AMS SampType: MS Units: mg/Kg Prep Date: 10/3/2014 RunNo: 17231
Client ID:  Blasting Media Batch ID: 8934 Analysis Date: 10/3/2014 SeqNo: 345057
Analyte Result RL SPK value SPK Ref Val %REC  LowLimit HighLimit RPD Ref Val %RPD  RPDLimit  Qual
Aroclor 1016 186 0.0931 0.9311 188.5 -316 61.7 139 S
Aroclor 1260 399 0.0931 0.9311 287.2 12,000 63.1 138 S
Surr: Decachlorobiphenyl 198 46.55 425 50.2 159 S
Surr: Tetrachloro-m-xylene 59.7 46.55 128 60.3 134

NOTES:
S - Outlying surrogate recovery due to matrix interference.
S - Analyte concentration was too high for accurate spike recoveries.

Qualifiers: B Analyte detected in the associated Method Blank D Dilution was required E Value above quantitation range
H Holding times for preparation or analysis exceeded J Analyte detected below quantitation limits ND  Not detected at the Reporting Limit
R RPD outside accepted recovery limits RL Reporting Limit S Spike recovery outside accepted recovery limits
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Fremont Sample Log-In Check List

Client Name: CGl Work Order Number: 1409354
Logged by: Erica Silva Date Received: 9/30/2014 11:25:00 AM

Chain of Custody

1. Is Chain of Custody complete? Yes No [
2. How was the sample delivered? Client
LogIn
3. Coolers are present? Yes [ No
No cooler present
4. Shipping container/cooler in good condition? Yes No [J
5. Custody seals intact on shipping container/cooler? Yes [] No []
6. Was an attempt made to cool the samples? Yes [] No
Samples received straight from field
7. Were all coolers received at a temperature of >0°C to 10.0°C Yes [] No []
8. Sample(s) in proper container(s)? Yes No []
9. Sufficient sample volume for indicated test(s)? Yes No [J
10. Are samples properly preserved? Yes No [J
11. Was preservative added to bottles? Yes [] No
12. Is the headspace in the VOA vials? Yes [ No [J
13. Did all samples containers arrive in good condition(unbroken)? Yes No [J
14 . Does paperwork match bottle labels? Yes No []
15. Are matrices correctly identified on Chain of Custody? Yes No [J
16. Is it clear what analyses were requested? Yes No [J
17 . Were all holding times able to be met? Yes No [J
Special Handling (if applicable)
18. Was client notified of all discrepancies with this order? Yes [] No []

Not Present [ ]

NA [

Not Required

NA [

NA V]

NA [

NA M

NA M

Person Notified:

By Whom:

Date: |

Via: [ ] eMail [ | Phone [ | Fax [ |In Person

Regarding:

Client Instructions:

19. Additional remarks:
Client requested TCLP RCRA-8 metals at sample drop-off.
Item Information

ltem # Temp °C | Condition
Sample 19.4

Page 12 of 13
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Fremont

L Analvtical
e AW NI R TR L TARE " i e A
3600 Fremont Ave N. Tel: 206-352-3750
Seottle, WA 88103 Fowx: 206-352-7178

Client: (_:% !

Address: / 2-' 17 "V‘ﬂﬂ. 'ﬂr'";J
City, State, Zip E;% dnpA | L Tel: 925 g4 5 7 M_ﬁ

Reports To [PM):

Date: E/ .f’f-’/ 2 Page:

Chain of Custody Record
40 %M
Project Name:

E’d; b iﬁ_&m h <
Location: Fi

Collected by: " 20l ot Légnsg,

Email: m&"?kﬁﬂp Cﬁ F‘LJ £ N7 Project No:

Laboratary Project No fi

*Matrix Codes: A= Alr, AQeAgueous, B=Bulk, ©=0Other, P=Product, 5=35al, 50 = 3ediment, 5L= Solid, W ="Water, DW = Drinking Waler, GW = Ground Water, WW = Waste Waler

Q
@@o\%&* P “;_}’
A &éj{-‘&& %‘@ -‘Fﬁ"\ ,p"ﬂsp S.}
Sample S ‘?—“ﬁ.@ﬂ* .,-G"I? \_T?—!ﬂﬂ:ﬁﬁqvﬁﬁ"\h o \EG" ,‘51
Sample Sample Type e A i .‘|.1dil Sk < Qfa <
Sample Name : Date Time {Matrix)® 4&' i.-:"'ﬁ Q'ﬁ' h@a wl'?@ 0“}8;7? ‘1@ q& x“‘f@a ¥, &,@ Comments/Depth
. B/astins fad.en | 0)70 |10 P\ X
L{}ﬂ /. _,aa:"ta, ﬁ.!wlc. Alr
3 W éw ’)
]
5
&
7
B
9
10 =
**Metals Analysis (Circle): MTCA-S @Priurﬂﬂr Follutants TAL Individual: Ag Al As B Ba Be Ca €d Co Cr Cu Fe Hg K Mg Mn Mo Ma NI Pb 5b 3e Sr 50 71 11 U ¥ Zn
*=*Anions (Circle):  Mitrate Mitrite Chioride Sulfate Bromide O-Phosphate Fluoride Mitrate+Nitrite iR
sample Dispgsal; [ Return to Client I Disposal by Lab (4 fee may e assessed if ssmples are retaied after 30 days.)
Relinguished Date/Time Recehed Diste/Tirme
Rate/Tima TAT -> SameDay" MextDay® ZDa'pE Da} STD

*Plgase cocrdinate with the lal in advance %_J

Distribution; White - Lab, Yellow - File, Pink - Originater

W/ﬁ%ﬁj o N 4 Eaﬂ{,«,
/ .

o

A qpo)u 1125

www.fremontanalytical.com
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NVL Laboratories, Inc.
4708 Aurora Ave N, Seattle, WA 98103

p 206.547.0100 | f206.634.1936 | www.nvllabs.com

Client:
Address:

Attention:
Project Location:

Rainier Commons, LLC
918 S. Horton Street, Suite 101
Seattle, WA 98134

Mr. Doug Lansing
3100 Airport Way S. Seattle, WA 98134

Analysis Report
Polychlorinated Biphenyls (PCBs) |NV|L

L A B S

NVL Batch No. 1411580.00
Method No.: EPA 8082
Client Project #: 2012-494
Date Received: 7/9/2014
Matrix: Bulk
Samples Received: 1
Samples Analyzed: 1

Lab Sample ID: 14071725
Client Sample ID: 7914 DL PCB1
Sample Description: Paint Chips removed from
Exterior Window frame,
Bldg. 13
Sample Weight (g) 1.1303
PCB Type mg/Kg(ppm)
Aroclor 1016 ND
Aroclor 1221 ND
Aroclor 1232 ND
Aroclor 1242 ND
Aroclor 1248 ND
Aroclor 1254 21000.0
Aroclor 1260 16000.0
Total: PCB Concentration 37000.0
Reporting Limit (RL) 1800.0

Remarks: mg/Kg = Milligrams per kilograms
ppm = Parts per million by weight

ND = None Detected (less than RL)

<RL = Below the reporting limit of instrument

Sampled by: Client

Analyzed by:Evelyn Ahulu

DRAFT

Date:07/09/2014

Preparation of these samples were conducted in accordance with EPA Method 3546 or other published test methods as noted in this report. Unless stated
otherwise, the condition of all samples was acceptable at time of receipt. Reported sample results are based on dry weight and method QC results are
acceptable unless stated otherwise. If samples were not collected by NVL personnel, then the accuracy of the results is limited by the methodology and
acuity of the sample collector. This report shall not be reproduced except in full, without written approval of NVL Laboratories, Inc.. Responsibility for

interpretation of the reported data rests with the client.

Page 1 of 1
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NVL Batch ID

'NVL Laboratories, Inc.
4708 Aurora Ave N, Seattle, WA 98103 CHAIN of CUSTODY 1 4 1 1 58@
Tel: 206.547.0100 Emerg.Cell: 206.914.4646 SAMPLE LOG
Fax: 206.634.1936 1.888.NVL.LABS (685.5227)
Client Rainier Commons, LLC NVL Batch Number
street 918 S. Horton Street, Suite 101 Client Job Number 2012-494
Seattle, WA 98134 Total Samples UE
- Turn Around Time E;::S ;?ZH'EIS;S g% [ R
Project Manager Mr. Doug Lansing 4-Hrs p5&24-Hrs |
Project Location 3100 Airport Way S. Seattle, WA 98134 Please call for TAT less than 24 Hrs
Email address lansinghomes@aol.com
Phone: (206) 447 0263 Fax: (206) 447-0299 Cell (206) 963-6656

|D Asbestos Air L1PCM (NIOSH 7400) T TEM (NIOSH 7402) [ ] TEM (AHERA) [ TEM (EPA Level Il) [] Other

[ Asbestos Bulk [ ] PLM (EPA/600/R-93/116) | PLM (EPA Point Count) [ ] PLM (EPA Gravimetry) [ ] TEM BULK
J Mold/Fungus D Mold Air [ JMold Bulk | [_] Rotometer Calibration

METALS Det.Limit  Matrix | RCRA Metals [ A8 i A
'__] Total Metals [ ] FAA (ppm ] Air Filter [ Soil o [_] Arsenic (As) .j Chromium (C DDCO or (Cu)
|_ﬁ| TCLP [71CP (ppm) [] Drinking water [ Pa!nt Ch!ps in % D Bariurp (Ba) [ |Lead (Pb) 0 NICT(ZI (ND)
, Crb6 [ GFAA (DDI‘D Dust/wipe (Area) [ _!Paint Chips in cr|[ ] Cadmium (Cd) ] Mercury (Hg) ] Zinc (zn)
>'<Other Types || | Fiberglass [ | Nuisance Dust < Other (Specify) e —Beret<
| ofAnalysis [ Siliea [ 1 Reasnirahle Diist o =
Condition of Package: E Good [ Damaged (no spillage) [ Severe damage (spillage)

l Seq. # : Lab ID | Client Sample Number  Comments (e.g Sample are, Sample Volume, etc) ‘A.-"R

1| 7914 DL e8! Brs/s CHVITS SOV SR LEXTEF AR
| 2_| | erZogy) FRpE, FLLF /3,

3
| — i _
|5
| 6 : -
| 7 )
L8 | - 1 .
e | )
10 B ) )
| 1 B B
L 12 | : B
|13
L 14
15|

Print Below 7 Sign Below Company Date Time

N\
N
N

~

i Sampled byﬂ/eéy M//) Wéf'/ s | &HZ 7/ % AL
| Relinquished by 2&//& _% __ =, <, LI,
~ Received by ) - O (- Qqﬂ(m BYO AM
Analyzed by !

Results Called by
_Results Faxed by |

Special Instructions: Unless requested in writing, all samples will be disposed of two (2) weeks after analysis.
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NVL Laboratories, Inc.

AHN

4708 Aurora Ave. N., Seattle, WA 98103

Tel: 206.547.0100, Fax: 206.634.1936 .
www.nvllabs.com AnalySIS Report

AIHA -IH # 101861
WA - DOE # C1765

=
ACCREDITED
LABORATORY

Total Metals

Client: NVL Field Services Division

Address: 4708 Aurora Ave. N.
Seattle, WA 98103

Attention: Mr. Munaf Khan
Project Location: 3317 3rd Ave South, Seattle, WA 98134

Batch #: 1409906.00
Matrix: Bulk

Method: EPA 6010 / 7471 (Ha)

Client Project #: 2012-494
Date Received: 6/13/2014
Samples Received: 1
Samples Analyzed: 1

Sample RL Results in Results in
Lab ID Client Sample # Elements wt (g) mg / kg mg / kg ppm
14061273 61114-MG-B-1 Silver (Ag) 0.2362 17.0 <17.0 <17.0
Arsenic (As)  0.2362 17.0 <17.0 <17.0
Cadmium (Cd)  0.2362 17.0 <17.0 <17.0
Chromium (Cr)  0.2362 17.0 27.0 27.0
Mercury (Hg)  0.2362 0.9 <0.8 <0.8
Lead (Pb) 0.2362 17.0 <17.0 <17.0
Copper (Cu)  0.2362 17.0 2500.0 2500.0
Nickel (Ni)  0.2362 17.0 26.0 26.0
Zinc (Zn)  0.2362 17.0 55.0 55.0
Sampled by: Client Wﬁ’
Analyzed by: Fatima Khan Date Analyzed: 06/16/2014 AN “ B
Reviewed by: Nick Ly Date Issued: 06/16/2014 "IQ’Y Nick Ly, Technical Director

mg/ kg = Milligrams per kilogram
ppm = Parts per million

Note : Method QC results are acceptable unless stated otherwise.

Unless otherwise indicated, the condition of all samples was acceptable at time of receipt.

Bench Run No: 34-0616-6

RL = Reporting Limit
'<' = Below the reporting Limit

Page 1 of 1
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NVL Laboratories, Inc.
4708 Aurora Ave N, Seattle, WA 98103
Tel: 206.547.0100 Emerg. Cell: 206.914.4646
1.888.NVL.LABS (685.5227) www.nvllabs.com

client NVL Laboratories Inc

Street 4708 Aurora Ave N
Seattle, WA 98103

Project Manager Munaf Khan
Project Location 3317 3rd Avenue South
Seattle, WA 98134

Email address

Phone: (206) 447-0263 Fax: (206) 447-0299

CHAIN of CUSTODY
SAMPLE LOG

NVL Batch Number
Client Job Number 2012-494
Total Samples
Turn Around Time [ 1-Hr

NVL Batch ID

1409906

C]s
[]6-10

[(J8Hrs [12
[J2-Hrs []12-Hrs [13
[J4-Hrs kg 24-Hrs [14

lease call for TAT less than 24 Hre

[ ] Asbestos Air |1 PCM (NIOSH 7400) [[] TEM (NIOSH 7402) [ TEM (AHERA) [ TEM (EPA Level Il) [ | Other
[ ] Asbestos Bulk ] PLM (EPA/600/R-93/116) [ ] PLM (EPA Point Count) "] PLM (EPA Gravimetry) D_-FEM BULK
[ IMold/Fungus |[_]Mold Air [ ] Mold Bulk | [] Rotometer Calibration
METALS Det. Limit | Matrix RCRA Metals  [JAII8 DEIEEMGEIIS
] Total Metals [ ] FAA (ppm) | Air Filter L Arsenic (As)  [®] Chromium (C LIFalls
[]TCLP [@ ICP (ppm) [ ] Drinking water [ Paint Chips in % |[] Barium (Ba) ] Lead (Pb) CN:i(:;‘l)(‘;TErfliC)U)
Ccre (] GFAA (ppb) [ Dust/wipe (Area) [ Paint Chips in cr|[ Cadmium (Cd) Mercury {(Hg) Zinc (Zn) <
[Jother Types |[ | Fiberglass [ | Nuisance Dust  [] Other (Specify) R = (A:j)
of Analysis I 18Silica "1 Resnirahla Nust
Condition of Package: [ ] Good [ ] Damaged (no spillage) [ ] Severe damage (spillage)
Seq.#| LablID Client Sample Number| Comments AR
1 GlI14-M6-8-4| Bustide  Megn
2
3
y —
5
6
7
8
9
10
11
12
13
14
15 — = —
Print Below. Sian %’ Company, Time
Sampled by | Maracs  Guagen) ) ?ﬁ [iA | I8
Relinquished by| , =& | .4 - 6f1fiy 1315
Received by | Dligl/ (A A\ O 1O ///2//(/ 1518
Analyzed by TNt D NSRS A TATII %
Results Called by \_\l
Results Faxed by | B
Special Instructions: Unless requested in writing, all samples will be disposed of two (2) weeks after analysis.
Results report to
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1.888.NVL.LABS
1.888.(685.5227)
www.nvllabs.com

e
June 17, 2014 L A B S
INDUSTRIAL
. HYGIENE
Doug Lansing SERVICES
Rainier Commons, LLC Laboratory | Management | Training

918 S. Horton Street, Suite 101
Seattle, WA 98134

RE: Organics Analysis, NVL Batch # 1410074.00

Dear Mr. Lansing,

Enclosed please find test results for the samples submitted to our laboratory for analysis.
Preparation and analysis of these samples were conducted for the presence of organic
compounds using instruments specified in accordance with EPA, NIOSH and other
published methods.

Test results for bulk sample are usually expressed in milligrams per kilogram (mg/Kg) and/or
parts per million (ppm). Air samples are usually reported in milligrams per cubic meter
(mg/m3). Dust wipe samples are expressed in micrograms per 100 square centimeters
(ug/cm2). The reported test results pertain only to items tested and are not blank corrected.

For recent regulation updates pertaining to current regulatory levels or permissable
exposure limits, please call your local regulatory agencies for more details.

This report is considered highly confidential and will not be released without your approval.
Samples are archived for two weeks following analysis. Samples that are not retrieved by

the client are discarded after two weeks.

Thank you for using our laboratory services. Please do not hesitate to call if there is
anything further we can assist you with.

Sincerely,

Nick Ly, Technical Director

Enc.: Sample Results

NVL Laboratories, Inc.
4708 Aurora Ave N, Seattle, WA 98103
p 206.547.0100 | f206.634.1936
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NVL Laboratories, Inc.
4708 Aurora Ave N, Seattle, WA 98103
p 206.547.0100 | f206.634.1936 | www.nvllabs.com

Client: Rainier Commons, LLC
Address: 918 S. Horton Street, Suite 101
Seattle, WA 98134

Attention: Mr. Doug Lansing
Project Location: 3100 Airport Way S. Seattle, WA 98134

Analysis Report
Polychlorinated Biphenyls (PCBs)

NVL Batch No. 1410074.00
Method No.: EPA 8082
Client Project #: 2012-494
Date Received: 6/16/2014
Matrix; Bulk
Samples Received: 1
Samples Analyzed: 1

Lab Sample ID:
Client Sample ID:
Sample Description:

14062793
61614DLPCB
White Cementious
Sample from Bldg. 13,

SW Corner

Sample Weight (g) 0.95012
PCB Type mg/Kg(ppm)
Aroclor 1016 ND
Aroclor 1221 ND
Aroclor 1232 ND
Aroclor 1242 ND
Aroclor 1248 ND
Aroclor 1254 8900.0
Aroclor 1260 5000.0

Total: PCB Concentration 13900.0

e e ———

Reporting Limit (RL) 2100.0

Remarks: mg/Kg = Milligrams per kilograms
ppm = Parts per million by weight

ND = None Detected (less than RL)

<RL = Below the reporting limit of instrument

Sampled by:Client

Analyzed by: Evelyn Ahulu
Reviewed by:Nick Ly

Date:06/17/2014
Date:06/17/2014

Z=z=

Nick Ly, Technical Director

Preparation of these samples were conducted in accordance with EPA Method 3546 or other published test methods as noted in this report. Unless stated
otherwise, the condition of all samples was acceptable at time of receipt. Reported sample results are based on dry weight and method QC results are
acceptable unless stated otherwise. If samples were not collected by NVL personnel, then the accuracy of the results is limited by the methodology and
acuity of the sample collector. This report shall not be reproduced except in full, without written approval of NVL Laboratories, Inc.. Responsibility for

interpretation of the reported data rests with the client.

Page 1 of 1
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: NVL Batch ID
NVL Laboratories, Inc.
4708 Aurora Ave N, Seattle, WA 98103 CHAIN of CUSTODY 1 4 1 0@74

Tel: 206.547.0100 Emerg.Pager: 206.344.1878 SAMPLE LOG
Fax: 206.634.1936 1.888.NVL.LABS (685.5227)
Client 4‘{4/4//5%’_ QMMM/< NVL Batch Number

A

od SR Foyes— 4 / <.  Client Job Number %\L’L’Squ(

_ﬂZZZM_M Total Samples e

. = : Turn Around Time [ ] 1-Hr E’Z/Hrs (] 4 Days
Project Manager Zvrid LA s i/ C]2:Hrs (12 Days []5 Days

Project Lbcation ~) [J4-Hrs [13 Davs [16to 10 Days
Please call for TAT less than 24 Hrs

Email address Mrﬁ/jﬂfé MES @0 407 (’ﬂz

Phone: 706 '%f’édféax: Home
] Asbestos Air |[] PCM (NIOSH 7400) [J TEM (NIOSH 7402) [] TEM (AHERA) [} TEM (EPA Level I)) [] Other !
jD Asbestos Bulk |[] PLM (EPA/600/R-93/116) [] PLM (EPA Point Count) [] PLM (EPA Gravimetry) [] TEM Bulk
METALS Det. Limit Matrix RCRA Metals [ All'8 Other Metals |
[l Total Metals | (] ppm (AAS) |[] Air Filter [] Paint Chips ] Arsenic (As) []Lead(Pb)  |LJAI3
] TCLP [J ppb (GFAA)| L] Drinking water [ Paint Chips (Area) |[] Barium (Ba)  [] Mercury (Hg) L] Copper (Cu)
[ Dustiwipe [ Waste Water [] Cadmium (Cd) [ Selenium (Se) |5 Nicke! (Ni)
e O Soil (] Chromium (Cr) [ Silver (Ag) | Zinc (Zn)
“Z'ather Types |[] Fiberglass [] Nuisance Dust & Other (Specify) _ &2 5
of Analysis |[] Silica [C] Respirable Dust
Condition of Package:[] Good [] Damaged (no spillage) [] Severe damage (spillage)
| Seq.# LabID Client Sample Number| Comments AR
1 GG/ DL L wuire cemenszans SAMALE
2 [Rotf Thlhg 13, Sl CoRAER |
3
[ 4 i i
5 | ?
6 - i
7 |
8 |
9 |
10
1
12 1
13
— B
15
Print Below Sign Below / Company Date _Time
Sampled by| 20./4 44,‘/,5‘/, /(?4)/(//!56 & @Mf &-13 |£.52’0 |
 Relinquished by 245 /445 g4 V7] -/( [a‘ 57 Q}(:D
recsves L0 WS % ay, pux Bt gy
Analyzed by| £5v,| b1 - V_Wﬂr NVL 6_( l:)'ll’ Lf‘ N} Hi¢e)
Results Cailed by
| Results Faxed by

: =
Special Instructions: Unless requested in writing, all samples will be disposed of two (2) weeks after analysis. 1
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NVL Laboratories, Inc. Analysis Report
4708 Aurora Ave N, Seattle, WA 98103 Polychlorinated Biphenyls (PCBs)

p 206.547.0100 | f206.634.1936 | www.nvllabs.com

Client: NVL Field Services Division
Address: 4708 Aurora Ave. N.
Seattle, WA 98103

Attention: Mr. Marcus Gladden
Project Location: 3100 Airport Way South Seattle, WA 98134

NWVID.

ND
HY
E

| STRIAL
S

U
GIENE
RVICES

NVL Batch #: 1418022.00
Method No.: EPA 8082
Client Project #: 2012-494
Date Received: 10/9/2014
Matrix: Bulk

Samples Received: 2
Samples Analyzed: 2

Lab Sample ID: 14128826 14128827
Client Sample ID: 10914-BULK-1 10914-BULK-2
Sample Description: :
Blue Paint, Bldg. 13 Sandstone, Bldg. 10 W
SW
Sample Weight (g) 1.0403 2.0156
PCB Type mg/Kg(ppm) mg/Kg(ppm)
Aroclor 1016 ND ND
Aroclor 1221 ND ND
Aroclor 1232 ND ND
Aroclor 1242 ND ND
Aroclor 1248 ND ND
Aroclor 1254 100.00 2.8
Aroclor 1260 29.00 15
Total: PCB Concentration 129.0 4.3
Reporting Limit (RL) 19.0 1.0
Remarks: mg/Kg = Milligrams per kilogram ND = None Detected (less than RL)
ppm = Parts per million by weight <RL = Below the reporting limit of instrument
Sampled by: Client
Analyzed by: Shalini Patel Date:10/10/2014
Reviewed by:Nick Ly Date:10/10/2014 Nick Ly, Technical Director

Preparation and analysis of these samples were conducted in accordance with published test methods. Unless stated otherwise, the condition of all samples
was acceptable at time of receipt. Reported sample results are based on dry weight and method QC results are acceptable unless stated otherwise. If
samples were not collected by NVL personnel, then the accuracy of the results is limited by the methodology and acuity of the sample collector. This report
shall not be reproduced except in full, without written approval of NVL Laboratories, Inc.. Responsibility for interpretation of the reported data rests with the

client.

Page 1 of 1
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NVL Laboratories, Inc.
4708 Aurora Ave N, Seattle, WA 98103
p 206.547.0100 | f206.634,1936 | www.nvllabs.com

client NVL Laboratories Inc

CHAIN of CUSTODY
SAMPLE LOG

NVL Batch Number

1418022

¥ Syt

Street 4708 Aurora Ave N

Client Job Number 2012-494

Seattle, WA 98103

2

Total Samples

Project Manager Munaf Khan

Project Location 3100 Airport Way South
Seattle, WA 98134

Phone: (206) 447-0263

Email address

. [J1Hr [J6Hrs [13
Turn Around Time [ 2 Hrs
[TJ4Hrs

O
4

8. o

Slease call for TAT less than

10

24 Hre

Fax: (206) 447-0299

[ ] Asbestos Air |[] PCM (NIOSH 7400) [ ] TEM (NIOSH 7402) [] TEM (AHERA) [ TEM (EPA Level Il) [ ]Other
("] Asbestos Bulk|[_| PLM (EPA/600/R-93/116) [} PLM (EPA Point Count) [ ] PLM (EPA Gravimetry) [ ] TEM BULK
(] Mold/Fungus |[]Mold Air []Mold Bulk | [] Rotometer Calibration
METALS Det. Limit Matrix RCRA Metals [ JAII8 Oth.:ﬁ 'g'etals
(] Total Metals  |[] FAA (ppm) |LJ Air Filter (] soil o []Arsenic (As)  [_] Chromium (C |:|DC c
jTcLp [J1CP (ppm) ] Drlnklng water [ ] Pa?nt Ch!ps in % |[] Barium (Ba) [1Lead (Pb) 0 N'oip(lerrfl' u)
[Jcré ] GFAA (ppb)| ] Dust/wipe (Area) [ Paint Chips in cr|[_] Cadmium (Cd) []Mercury (Hg) 0 Zilr?ce(z(n)l)
§Other Types |[]Fiberglass [] Nuisance Dust  [X] Other (Specify) PR's - Ruix
of Analysis I 1Silica 1 Resnirahle Nnst
Condition of Package: [ ] Good [ ] Damaged (no spillage) [ ] Severe damage (spillage)
Seq.#| LabID Client Sample Number| Comments A/R
1 loqin- Buik - A [Be Bant Bol V3 sw
2 Z. | 5anostont. y BLog o w/
3
4
5
6
7
8
9
10
11
12
13
14
15 | 7 -
- Print Below . -Sian Below Company. Date  Time
Sampled by Maaus (stoo /\'b%/ N\/pL_J | As 10)61 !"-l W\ 30
Relinquished by| . O - e -L % ( leas I8
Received by MMM LAl Y~ un | NN DA \YC
Analyzed by & Y
Results Called by
Results Faxed by
Special Instructions: Unless requested in writing, all samples will be disposed of two (2) weeks after analysis.
Results report to
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NVL Laboratories, Inc.
4708 Aurora Ave N, Seattle, WA 98103

p 206.547.0100 | f206.634.1936 | www.nvllabs.com

Client: Rainier Commons, LLC

Address: 918 S. Horton Street, Suite 101

Seattle, WA 98134

Attention: Mr. Doug Lansing

Project Location: 3100 Airport Way S. Seattle, WA 98134

Analysis Report
Polychlorinated Biphenyls (PCBs)

NVL Batch #: 1418211.00
Method No.: EPA 8082
Client Project #: 2012-494
Date Received: 10/13/2014
Matrix: Bulk

Samples Received: 1
Samples Analyzed: 1

Lab Sample ID:

14129938

Client Sample ID:

100814DLPCB

Sample Description:

Silver material on brick

Sample Weight (g) 2.1487
PCB Type mg/Kg(ppm)
Aroclor 1016 ND
Aroclor 1221 ND
Aroclor 1232 ND
Aroclor 1242 ND
Aroclor 1248 ND
Aroclor 1254 5.6
Aroclor 1260 14
Total: PCB Concentration 7.0
Reporting Limit (RL) 0.9

Remarks: mg/Kg = Milligrams per kilogram
ppm = Parts per million by weight

ND = None Detected (less than RL)

<RL = Below the reporting limit of instrument

Sampled by: Client

Analyzed by: Shalini Patel

DRAFT

Date:10/14/2014

Preparation and analysis of these samples were conducted in accordance with published test methods. Unless stated otherwise, the condition of all samples
was acceptable at time of receipt. Reported sample results are based on dry weight and method QC results are acceptable unless stated otherwise. If
samples were not collected by NVL personnel, then the accuracy of the results is limited by the methodology and acuity of the sample collector. This report
shall not be reproduced except in full, without written approval of NVL Laboratories, Inc.. Responsibility for interpretation of the reported data rests with the

client.

Page 1 of 1
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NVL Laboratories, Inc. CHAIN of CUSTODY

4708 Aurora Ave N, Seattle, WA 98103

Tel: 206.547.0100 Emerg.Cell: 206.914.4646 SAMPLE LOG 1 41 821 1
Fax: 206.634.1936 1.888.NVL.LABS (685.5227)
Client Rainier Commons, LLC _ - NVL Batch Number o ——
Street 918 S. Horton Street, Suite 101~ Client Job Number 2012-494 —
Seattle, WA 98134 . Total Samples o1E
——— Turn Around Time @;j;s Ef-ﬂﬁs @g Ha
Project Manager Mr. Doug Lansing 4-Hrs [R24-Hrs []4
Project Location 3100 Airport Way S. Seattie, WA 98134 Please call for TAT less than 24 Hrs
- — Email address lansinghomes@aol.com B
Phone: (206) 447-0263 Fax: (206) 447-0299 Cell (206) 963-6656

| Asbestos Air |[]PCM (NIOSH 7400) [ TEM (NIOSH 7402) [ ] TEM (AHERA) [ TEM (EPA Level Il) [] Other

& Asbestos Bulk [ | PLM (EPA/6O0/R-93/116) | PLM (EPA Point Count) [ ] PLM (EPA Gravimetry) [ ] TEM BULK
|1 Mold/Funqus (] Mold Air [_]Mold Buik [ ] Rotometer Calibration

METALS Det. Limit | Matrix_ | 'RCRA Metals [ JAIl8 | iner Metals
| Total Metals [ ] FAA (ppm O] Air Fl!ter [: Soil o [ Arsenic (As)  [] Chromium (C IDDCO er (Cu)
g TCLP [ 1ICP (ppm) L] Dnnkmg water [: Pa!nt Chfps in %[ Barium (Ba) Lil Lead (Pb) ] Nicrl)(ZI (Ni)
tL_J Cré6 ] GFAA (ppl“j Dust/wipe (Area? [:;Palnt Chips in cr|[ ] Cadmium (Cd) [ | Mercury (Hg) 'i Zinc (Zn)
| Other Types _| Fiberglass [ | Nuisance Dust Nh;' (Specify) ’1‘)(‘ E )
| ofAnalysis [ Silina _ ["1Resnirahle Niist -
Condition of Package:_E Good [ Damaged (no spillage) [ : Severe damage (spillage)
Seq.#| LablID __| Client Sample Number | Comments (e.g Sample are, Sample Volume, etc) AR
1 (0084 DL [EB | KeEmbED BY HlD Ao SN a2l
2 PULDG 4D, SIVER SATERIN L~
3 o/ B
4 —
5 ) |
6 — |
7
8 — —
9
10
11
12
13 - B i
14 )
15
Print Below ~Sign Below P 2 Company Date Time
sampled by D). LA /xles | phmrl VA T /- ‘%’/5{ /570
Relinquished by _i_ | N L IECY/AIEIRSS
Received by [y - S B B2V
Analyzed by | — - _
Results Called by | _— =
Results Faxed by | N - — =
Special Instructions: Unless requested in writing, all samples will be disposed of two (2) weeks after analysis.
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NVL Laboratories, Inc. Analysis Report - \
4708 Aurora Ave N, Seattle, WA 98103 Polychlorinated Biphenyls (PCBs) |NM/ .
p 206.547.0100 | 2066341936 | www.nvllabs.com L ABS
INDUSTRIAL
HYGIENE
SERVICES
Client; Rainier Commons, LLC NVL Batch No. 1416397.00
Address: 918 S. Horton Street, Suite 101 Method No.: EPA 8082
Seattle, WA 98134 Client Project #: 2012-494
Date Received: 9/16/2014
Attention: Mr. Doug Lansing Matrix: Bulk

Project Location: 3100 Airport Way S. Seattle, WA 98134 Samples Recelved: 1

Samples Analyzed: 1

Lab Sample ID: 14121456
Client Sample ID: 91614DLPCB1 0
Sample Description: Dust/Dirt found @ South zp
Window Sill-South 0 .
Window Bldg. 10-300 (&~ '

Sample Weight (g) 1.4158
PCB Type mg/Kg(ppm)
Aroclor 1016 ND
Aroclor 1221 ND
Aroclor 1232 ND
Aroclor 1242 ND
Aroclor 1248 ND
Aroclor 1254 ND
Aroclor 1260 ND
Total: PCB Concentration ND

Reporting Limit (RL) 1.4
Remarks: mg/Kg = Milligrams per kilograms ND = None Detected (less than RL)

ppm = Parts per million by weight <RL = Below the reporting limit of instrument
Sampled by: Client %
Analyzed by:Evelyn Ahulu Date:09/17/2014 iz
Reviewed by: Nick Ly Date:09/17/2014 Nick Ly, Technical Director

Preparation of these samples were conducted in accordance with EPA Method 3546 or other published test methods as noted in this report. Unless stated
otherwise, the condition of all samples was acceptable at time of receipt. Reported sample results are based on dry weight and method QC results are
acceptable unless stated otherwise. If samples were not collected by NVL personnel, then the accuracy of the results is limited by the methodology and
acuity of the sample collector. This report shall not be reproduced except in full, without written approval of NVL Laboratories, Inc.. Responsibility for
interpretation of the reported data rests with the client.

Page 1o0f1
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NVL Laboratories, Inc. Analysis Report

4708 Aurora Ave N, Seattle, WA 98103 Polychlorinated Biphenyls (PCBS) INVL.' -

p206.547.0100 | 206.6341936 | www.nvllabs.com L ABS
INDUSTRIAL
HYGIENE
SERVICES
Client. Rainier Commons, LLC NVL Batch No. 1415402.00
Address: 918 S. Horton Street, Suite 101 Method No.: EPA 8082
Seattle, WA 98134 Client Project #: A14067
Date Received: 9/2/2014
Attention: Mr. Doug Lansing Matrix: Bulk

Project Location: RC - Airport Way S. Samples Recelved: 1

Samples Analyzed: 1

Lab Sample ID: 14116543
Client Sample ID: #1 Scaffold Plank Cores U
Sample Description: 91)7
Scaffold plank cores , @

Sample Weight (g) 3.2942
PCB Type mg/Kg(ppm)
Aroclor 1016 ND
Aroclor 1221 ND
Aroclor 1232 ND
Aroclor 1242 ND
Aroclor 1248 _; ND
Aroclor 1254 ND
Aroclor 1260 ND
Total: PCB Concentration ND

Reporting Limit (RL) 0.6
Remarks: mg/Kg = Milligrams per kilograms ND = None Detected (less than RL)

ppm = Parts per million by weight <RL = Below the reporting limit of instrument
Sampled by: Client %
Analyzed by:Evelyn Ahulu Date:08/02/2014
Reviewed by: Nick Ly Date:09/02/2014 Nick Ly, Technical Director

Preparation of these samples were conducted in accordance with EPA Method 3546 or other published test methods as noted in this report. Unless stated
otherwise, the condition of all samples was acceptable at time of receipt. Reported sample results are based on dry weight and method QC results are
acceptable unless stated otherwise. If samples were not collected by NVL personnel, then the accuracy of the results is limited by the methodology and
acuity of the sample collector. This report shall not be reproduced except in full, without written approval of NVL Laboratories, Inc.. Responsibility for
interpretation of the reported data rests with the client.

Page 1 of 1
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NVL Laboratories, Inc. Analysis Report

4708 Aurora Ave N, Seattle, WA 98103 Polychlorinated Biphenyls (PCBs) INVIL
p 206.547.0100 | f206.634.1936 | www.nvllabs.con L A B S
INDUSTRIAL

HYGIENE
SERVICES

Client: Rainier Commons, LLC NVL Batch No. 1416152.00
Address: 918 S. Horton Street, Suite 101 Method No.: EPA 8082
Seattle, WA 98134 Client Project #: 2012-494
Date Received: 9/12/2014
Attention: Mr. Doug Lansing Matrix: Bulk

Project Location: 3100 Airport Way S. Seattle, WA 98134 Samples Received: 3

Samples Analyzed: 3

Lab Sample ID: 14120205 14120206 14120207
Client Sample ID: 91214PCB1 91214PCB2 91214PCB3 ﬁV }7@1
|Sample Description: )
Scaffold Core Bldg. 11 | Scaffold Core Bidg. 10| F°" 2 I{Vek Bldg. 5 ¢ ] ]

Sample Weight (g) 2.2289 2.0478 9.1725 ]

PCBType mg/Kg(ppm) mg/Kg(ppm) mg/Kg(ppm)

Aroclor 1016 ND ND ND

S | - —— e -
Aroclor 1221 ND ND ND } ‘
Aroclor 1232 ND ND ND |
Aroclor 1242 ND ND ND {

Aroclor 1248 ND ND ND |
Aroclor 1254 ND ND ND |
S i R - Jewe ol s SO S VO R = e e [ 1
Aroclor 1260 ND ND ND ' I
e R N SN S L T |G T T
—————  ——— %=
Total: PCB Concentration ND ND ND

Reporting Limit (RL) 0.9 1.0 0.2
Remarks: mg/Kg = Milligrams per kilograms ND = None Detected (less than RL)
ppm = Parts per million by weight <RL = Below the reporting limit of instrument
Sampled by: Client
Analyzed by: Evelyn Ahulu Date:09/12/2014 D RAFT

Preparation of these samples were conducted in accordance with EPA Method 3546 or other published test methods as noted in this report. Unless stated
otherwise, the condition of all samples was acceptable at time of receipt. Reported sample results are based on dry weight and method QC results are
acceptable unless stated otherwise. If samples were not collected by NVL personnel, then the accuracy of the results is limited by the methodology and
acuity of the sample collector. This report shall not be reproduced except in full, without written approval of NVL Laboratories, Inc.. Responsibility for
interpretation of the reported data rests with the client.

Page 1 of 1
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NVL Laboratories, Inc.
4708 Aurora Ave N, Seattle, WA 9810

p 206.547.0100 | f206.634.1936 www.nvilabs.com

Client: Rainier Commons, LLC
Address: 918 S. Horton Street, Suite 101
Seattle, WA 98134

Attention
Project Location

: Mr. Doug Lansing
: Rainier Commons

Analysis Report
Polychlorinated Biphenyls (PCBs)

INVIL

L A B S

INDUSTRIAL
HYGIENE
SERVICES

NVL Batch No. 1415463.00
Method No.: EPA 8082
Client Project #: A14067
Date Received: 9/2/2014
Matrix: Bulk
Samples Received: 1
Samples Analyzed: 1

Lab Sample ID: 14116857
|Client Sample ID: 001 @
‘Sample Description: 6 y?
Wall poly and suits | ) @
Sample Weight (g) 9.9555
PCBTyps _mg/Kg(ppm)
Aroclor 1016 ND ‘ }
I - B B e BB - B o N - e | T T L e — |
Aroclor 1221 ND | \
Aroclor 1232 ND ‘
Aroclor 1242 ND |
Aroclor 1248 ND |
Aroclor 1254 31.0 J ; ‘
Aroclor 1260 4 ]
;
e et T [ T R S 1
N T | |
Total: PCB Concentration 35.0
Reporting Limit (RL) 2.0

Remarks: mg/Kg = Milligrams per kilograms
ppm = Parts per million by weight

ND = None Detected (less than RL)
<RL = Below the reporting limit of instrument

Sampled by: Client

Analyzed by: Evelyn Ahulu Date:09/03

DRAFT

/2014

Preparation of these samples were conducted in accordance with EPA Method 3546 or other published test methods as noted in this report. Unless stated

otherwise, the condition of all samples was acceptable at time of receipt. Reported

sample results are based on dry weight and method QC results are

acceptable unless stated otherwise. If samples were not collected by NVL personnel, then the accuracy of the results is limited by the methodology and
acuity of the sample collector. This report shall not be reproduced except in full, without written approval of NVL Laboratories, Inc.. Responsibility for

interpretation of the reported data rests with the client.

Page 1 of 1
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